]

Knowledgebase > Power Management > easYgen-3000XT > NOx Monitoring Device

NOx Monitoring Device

Justin Schneider - 2026-10-15 - easYgen-3000XT
The self-sufficient NOx evaluation unit in the attached PDF from Kleemann Elektronik in Frankfurt can be

Connect via J1939 or via the easYgen-3000XT ModbusMaster via Ethernet.

Die autarke NOx Auswerteeinheit in angehéngter PDF von Kleemann Elektronik aus Frankfurt lasst sich

iiber J1939 bzw. iber den easYgen-3000XT ModbusMaster tiber Ethernet anbinden.
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Sourcing address / Bezugsadresse:

Kleemann Elektronik GmbH
Am Dornbusch 14
D-60320 Frankfurt am Main

Tel: +49 69 567904
Fax: +49 69 561863

email: post@kleemann-elektronik.de

Attachments

e EG-UniNOx-Produktinfo-102020-4-1-E.pdf (362.04 KB)
o EG-UniNOx-Produktinfo-102020.pdf (1.39 MB)


https://support.woodward.com/en-US
https://support.woodward.com/en-US/kb
https://support.woodward.com/en-US/kb/power-management
https://support.woodward.com/en-US/kb/easygen-3000xt-1
https://support.woodward.com/en-US/kb/articles/nox-monitoring-device
https://support.woodward.com/en-US/kb/easygen-3000xt-1
mailto:post@kleemann-elektronik.de
https://support.woodward.com/en-US/kb/articles/nox-monitoring-device/attachment/01a1408f-3b96-7927-2d19-06fe7bc630cd
https://support.woodward.com/en-US/kb/articles/nox-monitoring-device/attachment/01a1408f-3b96-7927-2d19-06fe7bc630cd
https://support.woodward.com/en-US/kb/articles/nox-monitoring-device/attachment/01a1408f-4330-42c7-04cc-2110d515a531
https://support.woodward.com/en-US/kb/articles/nox-monitoring-device/attachment/01a1408f-4330-42c7-04cc-2110d515a531

